


FLAT LOCK PANEL — STANDARD PANEL OPTIONS .'
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These sizes are offered to maximize material
efficiency to offer the best price/sqft.
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MATERIAL COLORS FINISH SIZES
A . 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
Stainl Steel See website for color Bright (BA) dependent upon panel sizes
aintess selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patina 11 0375 Deep T e
Black Maximum Length: 116"
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FLAT LOCK PANEL — PROFILE DETAILS M|LL!!N.UM
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CLIP RELIEFS PREVENT INSUFFICIENT
POCKETING DUE TO CLIPS, CREATING A
CONSISTENT FULLY LOCKING PANEL

OPTIONAL VERTICAL ATTACHMENT
APPLICATION VIA SIDE CLIPS

FRONT LEGS

COVERAGE
VARIES
FLAT LOCK PANELS ARE AVAILABLE IN A x
VARIETY OF SHAPES AND SIZES: CONTACT \
YOUR LOCAL SALES REP FOR LAYOUT OPTIONS

| 1]
REAR
LEGS
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— COVERAGE VARIES D—‘
MATERIAL COLORS FINISH SIZES
A . 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
Stainless Steel See website for color Bright (BA) dependent upon panel sizes
: selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
. dependent upon panel sizes
ZALMAG® N/A Pre-Patina II 0.375" Deep.
Black Maximum Length: 116"
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FLAT LOCK PANEL — PROFILE DETAILS )

MILLENNIUM
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TOP FRONT —— .
FACING LEG
\L RELIEF FOR
STAGGERED PANEL
CONFIGURATION
RIGHT FRONT —— |
FACING LEG
- \ LEFT REAR
PANEL FACE FACING LEG
BOTTOM REAR —— ™ U
FACING LEG
MATERIAL COLORS FINISH SIZES
See website for color Bright (BA) 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
. dependent upon panel sizes
Stainless Steel selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patina I 0375 Doep e
Black Maximum Length: 116"
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FLAT LOCK PANEL — DETAIL WALL )

MILLENNIUM
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MATERIAL COLORS FINISH SIZES
. . 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
Stainless Steel See website for color Bright (BA) dependent upon panel sizes
I selection chart Mill (2B) 0.375" Deep )
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
5 d dent I si
ZALMAG® N/A Pre-Patina II D T Sgegpon Pal=tslzes
Black Maximum Length: 116"
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FLAT LOCK PANEL — SECTION SILL, DETAIL 1 )

MILLENNIUM
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MATERIAL COLORS FINISH SIZES
i . 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
. See website for color Bright (BA) dependent upon panel sizes
Stainless Steel selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patina 11 0375 Deep T e
Black Maximum Length: 116"
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FLAT LOCK PANEL — WINDOW SILL, DETAIL 2 )

MILLENNIUM
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MATERIAL COLORS FINISH SIZES
See website for color Bright (BA) 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
. dependent upon panel sizes
Stainless Steel selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patina 11 0375 Deep T e
Black Maximum Length: 116"
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FLAT LOCK PANEL - WINDOW HEAD, DETAIL 3 b

MILLENNIUM

FLAT LOCK PANEL—/

WEATHERPROOFING
DONE BY OTHERS

/

WINDOW GLAZING

WINDOW HEAD N\
FLASHING\ nN

WINDOW \i

MATERIAL COLORS FINISH SIZES
24 -18 .025" - .050" inal) tional thick
Stainl s l See website for color Bright (BA) depg:,f'f.fm upfr?:i?.él sizes N
tainless Stee selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
: dependent upon panel sizes
ZALMAG® N/A Pre-Patina II 0.375" Deep
Black Maximum Length: 116"
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FLAT LOCK PANEL - WINDOW JAM, DETAIL 4 M}L!!q,UM
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J-CHANNEL
‘é‘"&‘?ﬂg FLAT LOCK
PANEL
WINDOW WEATHERPROOFING
DONE BY OTHERS
1/2" CAULK JOINT
MATERIAL COLORS FINISH SIZES
. . 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
. See website for color Bright (BA) dependent upon panel sizes
Stainless Steel selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patina I1 e e
Black Maximum Length: 116"
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FLAT LOCK PANEL — COPING, DETAIL 5 3

MILLENNIUM
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WEATHERPROOFING —
DONE BY OTHERS

/_ COPING CAP, DONE BY OTHERS

SPOT CRIMPED AT CLIP PLATES

,/—COPING CLIP, DONE BY OTHERS

LY

71

FLAT LOCK
PANEL
MATERIAL COLORS FINISH oIZES
24 -18 .025" - .050" inal) tional thick
Stainl Steel See website for color Bright (BA) depg:,?'ﬁ.fm upfr?:i?.él sizes OIS OpSrtAnarticiness
tainless Stee selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patina 11 e e
Black Maximum Length: 116"
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FLAT LOCK PANEL — SOFFIT TRANSITION, DETAIL 6A .'

MILLENNIUM
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SOFFIT DONE BY
OTHERS

SOFFIT TRANSITION
FLASHING DONE BY OTHERS

TRIMMED FLAT

LOCK PANEL

WEATHERPROOFING

DONE BY OTHERS

N

T

MATERIAL COLORS FINISH SIZES
24 -18 .025" - .050" inal) tional thick
Stainl s l See website for color Bright (BA) depg:,?'ﬁ.fm upfr?:i?.él sizes N
tainless Stee selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
. dependent upon panel sizes
ZALMAG® N/A Pre-Patina II 0.375" Deep
Black Maximum Length: 116"
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FLAT LOCK PANEL — SOFFIT TRANSITION, DETAIL 6B MlLL!!“UM
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77, 0700 el e
\
SOFFIT DONE BY
OTHERS
SOFFIT TRANSITION
FLASHING DONE BY OTHERS
EXTERIOR FINISH SYSTEM
WEATHERPROOFING
DONE BY OTHERS
MATERIAL COLORS FINISH SIZES
. . 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
. See website for color Bright (BA) dependent upon panel sizes
Stainless Steel selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patina 11 e e
Black Maximum Length: 116"
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FLAT LOCK PANEL - 3-PIECE OUTSIDE CORNER, DETAIL 7A .'

MILLENNIUM
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PANEL

WEATHERPROOFING
DONE BY OTHERS

OUTSIDE CORNER
J-CHANNELS

/r
FLAT LOCK

OUTSIDE CORNER CAP

FLAT LOCK
PANEL

MATERIAL COLORS FINISH SIZES
24 -18 .025" -.050" inal) tional thick
Stainl s l See website for color Bright (BA) depg:,f'f.fm upfr?:i?.él sizes N
tainless Stee selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
: dependent upon panel sizes
ZALMAG® N/A Pre-Patina II 0.375" Deep
Black Maximum Length: 116"
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FLAT LOCK PANEL - 1-PIECE OUTSIDE CORNER, DETAIL 7B

MILLENNIUM
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Black

\
FLAT LOCK I 777 7
PANEL N\
WEATHERPROOFING— AR A
DONE BY OTHERS
FLAT LOCK
QUTSIDE CORNER PANEL
MATERIAL COLORS FINISH SIZES
. . 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
Stalnless Steel See website for color Brlght (BA) depenf]ent upon panel sizes
selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patinal dependent upon panel sizes

0.375" Deep
Maximum Length: 116"

@ MILLENNIUM FORMS™ LLC | INFO@MILLENNIUMFORMS.COM | WWW MILLENNIUMFORMS.COM

14



FLAT LOCK PANEL — 3-PIECE INSIDE CORNER, DETAIL 8 .'

MILLENNIUM
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FLAT LOCK
PANELS

INSIDE CORNER
TRIM PIECE

WEATHERPROOFING

DONE BY

OTHERS

MATERIAL COLORS FINISH SIZES
24 -18 .025" - .050" inal) tional thick
Stainl s l See website for color Bright (BA) depg:,f'f.fm upfr?:i?.él sizes N
tainless Stee selection chart Mill (2B) 0.375" Deep .
Maximum Length: 116
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
: dependent upon panel sizes
ZALMAG® N/A Pre-Patina II 0.375" Deep
Black Maximum Length: 116"
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MILLENNIUM
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FLAT LOCK PANEL — WALL ASSEMBLY OVER EXTERIOR INSULATION
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SIZES

24 gauge - 18 gauge (.025" - .050" nominal) operational thickness

dependent upon panel sizes

0.375" Deep
24 gauge - 18 gauge (.025" - .050" nominal) operational thickness

dependent upon panel sizes

0.375" Deep
Maximum Length: 116"

Maximum Length: 116"

HORIZONTALLY,
HORIZONTAL ZEE MUST
PROVIDE DRAINAGE
25 PSI FOAM
STUD

DONE BY OTHERS
ZEE ATTACHMENT MAY
BE RAN VERTICALLY OR

FINISH
Bright (BA)
Mill (2B)
Natural
Pre-Patina II
Black

COLORS
See website for color
selection chart
N/A

ZALMAG®

MATERIAL
Stainless Steel
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FLAT LOCK PANEL — WALL ASSEMBLY OVER SHEATHING

MILLENNIUM
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FLAT LOCK PANEL

WEATHERPROOFING
DONE BY OTHERS

I

al
SHEATHING - PLYWOOD: —
1/2 INCH MIN. \ -
ORIENTED STRAND \
BOARD (0OSB):
19/32 INCH MIN.
N\
MATERIAL COLORS FINISH SIZES
. . 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
. See website for color Bright (BA) dependent upon panel sizes
Stainless Steel selection chart Mill (2B) 0.375" Deep
Maximum Length: 116"
Natural 24 gauge - 18 gauge (.025" - .050" nominal) operational thickness
ZALMAG® N/A Pre-Patina I1 e acapon panel sizes
Black Maximum Length: 116"
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BOLDNESS THAT
INSPIRES.

BRILLIANCE THAT
ENDURES.
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